
Drive eco-Seal
ATEX certification

Ex II 1/2 G Ex h IIC T5 Ga/Gb
Ex II 1/2 D Ex h IIIC T100°C Da/Db

Plastic screw lid with seal

Stirring shaft Ø25 
V4A stainless steel 1.4404  

Impeller eco-Cup foldable

Suitable for DN160 and DN225

For container openings > 150mm

Total weight only 13.2kg

Uncomplicated handling

Agitator with lid IBC light 
for IBC containers
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Drive and stirring technology for

PHARMA  |  FOOD  |  COSMETICS  |  CHEMICALS  |  AUTOMATION

WE GENERATE MOVEMENT IN SPECIAL ENVIRONMENTS.

mechatronics



IMPELLER 
ECO-DISC

Ø500 mm 
Art. no. 5212

IMPELLER 
HDPE DISC

Ø450 mm 
Art. no. 5257

DISK STIRRER
Ø130 mm 

Art. no. 5240
Ø200 mm 

Art. no. 5241
Ø350 mm 

Art. no. 5242
225 250

TECHNICAL DETAILS

IBC stirring shaft Shaft length from top edge of the lid
in mm

1000 litre IBC approx. 790

Drive type Torque Speed

eco-Seal 1800 16 Nm 0-300 1/min DRIVE

STIRRING SHAFT

IMPELLER

Impeller eco-Cup
Ø500 mm foldable

in mm

A 225

B (to container floor) 250

ARTICLE NUMBER

Agitator with lid

10024 

IMPELLER

A B

CONNECTION SET
WITH FILTER REGULATOR AND MANOMETER

Art. no.: 5151

ACCESSORIES
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WE GENERATE MOVEMENT IN SPECIAL ENVIRONMENTS.


